
BXBX -- 1500 BLACK MAX 1500 BLACK MAX  

3/4ò Axle Heavy Duty Split Rim  

Hydraulic Brake Kit  

(Tires Not Included) 

Revised 5-9-11 



PLEASE READ THROUGH THE ENTIRE MANUAL BEFORE INSTALLING YOUR BRAKE SYSTEM  

 

 

 

 
 

**IMPORTANT**  USE ATF FLUID ONLY  (Automatic Transmission Fluid) ANY OTHER FLUID MAY DAMAGE THE SYSTEM 

 

**IMPORTANT**  DO NOT USE ANY OTHER SEALS OTHER THEN WHAT IS SUPPLIED WITH THIS SYSTEM.   

   INCOMPATIBLE SEALS WILL RESULT IN SYSTEM FAILURE 

 

**IMPORTANT**  DO NOT USE BRAKE FLUID WITH THIS SYSTEM.  BRAKE FLUID WILL DAMAGE THE SEALS 

 

 

**IMPORTANT**  DO NOT EXCEED THE GROSS WEIGHT LIMIT OF 1500 LBS 

 

 

**IMPORTANT**  USE PROVIDED LOCK NUTS AND LOCK WASHERS TO PREVENT WHEEL FROM LOOSENING 

 

**IMPORTANT**  DO NOT USE IF THERE IS ANY SIGN OF LEAKING.   MAKE REPAIRS IMMEDIATELY 

 

**IMPORTANT**  MOUNT CALIPER WITH A BLEEDER SCREW LOCATED IN THE TOP POSITION ONLY.  USE THE NYLON 

   TIPPED SET SCREWS TO PLUG THE TWO OTHER UNUSED BLEEDER SCREW LOCATIONS. 

 

**IMPORTANT**  MOUNT THE MASTER CYLINDER IN AN UPRIGHT POSITION TO PREVENT OIL FROM LEAKING FROM  

   THE VENT PLUG.   

 

   NOTE:  MASTER CYLINDER CAN BE MOUNTED SIDEWAYS WITH SPECIAL VENT KIT. 

 

**IMPORTANT**  NOTICE THE ATF HYDRAULIC FLUID WILL DISCOLOR IN DIRECT SUN LIGHT AND SHOW CLEAR IN  

   SOME AREAS AND WILL APPEAR AS IF THERE IS AIR IN THE LINES 

 

**IMPORTANT**  ALWAYS REPLACE THE NYLOCK AXLE  NUT AFTER REMOVING IT MORE THEN TWO TIMES 

*****WARNING  -  DO NOT USE BRAKE FLUID*****  

USE ATF HYDRAULIC FLUID ONLY 











Notice:  Item 3 must be secured 

With a loctite thread locker to  

Prevent screws from loosening. 


